








BENEFITS REGARDING ENVIRONMENT

Charging with airtight system

Minimum fume during scrap charging

FEATURES

Flat bath operation

Controlled scrap quantity input through

telescopic feeder system

Cleaner working area
Charging during power on

Minimum 30 % less off gas .
Preheating temperature controlled by PLC

Minimum 30 % less dust at the filter —
Minimized off gas volume related to

Less noise (melting of preheated scrap) airtight system

Respect of most environmental standards

VOLTAGE, CURRENT AND POWER FLUCTUATIONS;
BEFORE AND AFTER SCRAP PREHEATING

BEFORE AFTER

U
afF
()T

COMPARISON OF OPERATIONEL COST
OPERATIONAL COST DIFFERENCE

Unit Price EPC - EAF CONVENTIONAL EAF
EUR Comsumption EUR/t Comsumption EUR/t
COMPARISON OF ROI

0,06 300,0 18,0 380,0 22,8
0,20 38,0 7,6 38,0 7,6 .
4,00 1,3 5,2 1,6 6,4 E
0,20 3,0 0,6 6,0 1,2 .
0,20 - - 7,0 1,4 £ o ek

P
0,20 15,0 3,0 8,0 1,6 =0 -
0,30 0,89 337,1 0,89 337,1 oo e e e

. }
0,20 12,0 2,4 18,0 3,6
0,10 38,0 3,8 38,0 3,8 S

377,7 385,5
7,8 -
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